
Eesti geoidi mudel on EST-GEOID2017. Mudelit EST-GEOID2017 kasutatakse 
arvutustulemustele esitatavate täpsusnõuete kohaselt EUREF-EST97 ellipsoi-
daalsete kõrguste ümberarvutamiseks EH2000 normaalkõrgusteks ja vastu-
pidi. EST-GEOID2017 kalkulaator on kättesaadav Maa-ameti geoportaalist.

Gravimeetrilise süsteemi realisatsiooniks on I klassi gravimeetrilise võrgu 
punktide raskuskiirenduste väärtuste kogum EG2000. Gravimeetrilise võrgu 
punktide raskuskiirenduse väärtused epohhil 2000 tuginevad IAGBN standardi-
te kohaselt läbi viidud gravimeetrilise võrgu I klassi punktide raskuskiirenduse 
absoluutmõõtmiste tulemustele. 

Maa-amet
Maa-amet on Keskkonnaministeeriumi valitsemisalas tegutsev valitsusasutus.

Maa-amet suunab asjatundlikult maatoiminguid ning varustab ühiskonda 
maa- ja ruumiandmetega. 

Maa-ameti ülesandeks on tagada riikliku geodeetilise süsteemi ja geodeeti-
liste võrkude ajakohasus ning geodeetiliste andmete kättesaadavus.

Geodeesia valdkonnas Maa-amet:
•	 Geodeetilise süsteemi haldamine, ajakohastamine ja täpsustamine;
•	 Geodeetiliste punktide andmekogu  pidamine ja andmete ajakohasena 

hoidmine;
•	 riigi ja kohalike geodeetiliste võrkude rajamine ning rekonstrueerimine;
•	 globaalse positsioneerimise püsijaamade võrgu haldamine;
•	 geodeetiliste tööde kooskõlastamine ja tehniline kontroll;
•	 geodeetiliste märkide haldamine ja riikliku kaitse korraldamine;
•	 geodeetiliste tööde metroloogiline kindlustamine;
•	 geodeesia arhiivi pidamine.
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Geodeetiline süsteem
Geodeetiline süsteem koosneb: 
•	 geodeetilisest referentssüsteemist - ETRS89
•	 tasapinnaliste ristkoordinaatide süsteemist - L-EST97
•	 kõrgussüsteemist - EH2000
•	 gravimeetrilisest süsteemist - EG2000

Geodeetiliseks referentssüsteemiks on Euroopa terrestriline Referentssüs-
teem 89 (ETRS89). ETRS89 ühtib Rahvusvahelise Maa Rotatsiooniteenistu-
se (IERS) Rahvusvahelise Terrestrilise Referentssüsteemiga (ITRS) epohhil 
1989.0 ning on fikseeritud Euraasia laama stabiilses osas. Geodeetiliste 
koordinaatide arvutamisel kasutatakse rahvusvahelise referentsellipsoidi 
GRS80 parameetreid. Eestis loetakse ETRS89 koordinaadid ja Ülemaailmse 
Geodeetilise Süsteemi 1984 (WGS84) koordinaadid identseteks.

ETRS89 realisatsiooniks Eestis on I klassi geodeetilise võrgu punktid ja nende 
koordinaadid. Eestis tähistatakse ETRS89 realisatsiooni ruumilisi ristkoordi-
naate ja geodeetilisi koordinaate lühendiga EUREF-EST97.

Tasapinnaliste ristkoordinaatide süsteemiks on L-EST97, mille koordinaa-
did arvutatakse EUREF-EST97 geodeetilistest koordinaatidest kasutades 
Lamberti kahe lõikeparalleeliga koonilisest konformsest kaardiprojektsiooni 
LAMBERT-EST ja rahvusvahelist referentsellipsoidi GRS80. LAMBERT-EST 
parameetrid on järgmised:
•	 lõunapoolne lõikeparalleel BS = 58° 00’ põhjalaiust
•	 põhjapoolne lõikeparalleel BN = 59° 20’ põhjalaiust
•	 telgmeridiaan L0 = 24° 00’ idapikkust
•	 koordinaatide algpunkti geodeetilised koordinaadid: 
	 B0 = 57° 31’ 03”.19415 põhjalaiust, L0 = 24° 00’ idapikkust
•	 koordinaatide algpunkti tasapinnalised ristkoordinaadid: 
	 x = 6 375 000 m, y = 500 000 m

Kõrgussüsteemiks on Euroopa Vertikaalne Referentssüsteem (EVRS). EVRS 
on kinemaatiline referentssüsteem, mille lähtenivoo on määratletud Ams-
terdamis asuva Normaal Amsterdam Peil kaudu, kasutatakse tahke Maa 
püsivate null-loodete süsteemi ja kõrgused väljendatakse geopotentsiaaliar-
vudena. Geopotensiaaliarvudest normaalkõrguste arvutamisel kasutatakse 
referentsellipsoidi GRS-80 normaalraskuskiirenduse väärtusi.Eestis tähista-
takse EVRS kõrgusi lühendiga EH2000. EH2000 normaalkõrgused epohhil 
2000 tuginevad riiklikul kõrgusvõrgul, mille kõrgusväärtused lähtuvad EVRS 
realisatsioonist EVRF2007.

Geodeetiline süsteem



The Estonian geoid model is EST-GEOID2017. The EST-GEOID2017 model is 
used to calculate EUREF-EST97 ellipsoidal heights to EH2000 normal heights 
and vice versa, according to the accuracy requirements of the results. The 
EST-GEOID2017 calculator is available in the Land Board’s geoportal.

The gravity system is realized through a set of gravity values of the first 
order gravity network points EG2000. Gravity values of the first order gravity 
network points at the epoch 2000 are based on the gravity measurements 
performed according to the standards of IAGBN. 

The Land Board, Republic of Estonia
The Land Board is a government agency operating under the jurisdiction of 
the Ministry of the Environment.

The Land Board is expert in land administration and provides the society 
with land information and spatial data.

The task of the Land Board in the field of geodesy is to ensure the up-to-
dateness of the national geodetic system and geodetic networks and the 
availability of geodetic data.

In the field of geodesy, the Land Board:
•	 manages, updates and specifies the geodetic system;
•	 maintains and updates the Geodetic Point Database;
•	 establishes and improves national and local geodetic networks;
•	 manages the GNSS permanent stations network;
•	 approves and conducts technical inspection of geodetic works;
•	 is responsible for the administration and protection of geodetic marks;
•	 is responsible for metrological assurance;
•	 maintains the geodetic archive.
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Geodetic system

Geodetic System
The Estonian Geodetic System consists of: 
•	 Geodetic reference system - ETRS89
•	 Plane coordinate system - L-EST97
•	 Height system - EH2000
•	 Gravity systemt - EG2000

In Estonia, the European Terrestrial Reference System 89 (ETRS89) is used as 
the geodetic reference system. ETRS89 coincides with the International Ter-
restrial Reference System (ITRS) of the International Earth Rotation Service 
(IERS) on epoch 1989.0 and is fixed in a stable part of the Eurasian lama. The 
parameters of the international reference ellipsoid GRS80 are used to cal-
culate the geodetic coordinates. In Estonia, the coordinates of ETRS89 and 
the coordinates of the World Geodetic System 1984 (WGS84) are considered 
identical.

ETRS89 is realized in Estonia through the points of the first order geodetic 
network and their coordinates. In Estonia, the three-dimensional Cartesian 
coordinates and geodetic coordinates of the realization of ETRS89 are 
marked with the abbreviation EUREF-EST97.

The plane coordinate system is L-EST97, the coordinates of which are cal-
culated from the geodetic coordinates of EUREF-EST97 using Lambert’s 
two-dimensional conical conformational map projection LAMBERT-EST 
and the international reference ellipsoid GRS80. The parameters for LAM-
BERT-EST are:
•	 Southern parallel BS = 58° 00’ N
•	 northern parallel BN = 59° 20’ N
•	 central meridian L0 = 24° 00’ E
•	 geodetic coordinates of the initial point: B0 = 57° 31’ 03”.19415 N, L0 = 24° 00’ E
•	 plane coordinates of the initial point: x = 6 375 000 m, y = 500 000 m

The height system is the European Vertical Reference System (EVRS). EVRS 
is a kinematic reference system, which is defined by Normal Amsterdam Peil 
in Amsterdam, a solid Earth-based zero-tide system is used, and heights are 
expressed as geopotential values. When calculating normal heights of geo-
potential values, the normal gravity values of the reference ellipsoid GRS-80 
are used. In Estonia, the heights of the EVRS is abbreviated as EH2000. The 
EH2000 normal heights on the epoch 2000 are based on a national height 
network, height values of which are based on the EVRS realization EVRF2007.


